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NOVAzone® LLC is delighted to offer a solution to zero 
pressure accumulation on conveyance systems. The 
NOVAzone® NZ-UZ is a distributed, programmable, zero 
pressure accumulation zone controller system with many 
other transporting functions. One of the major benefits of a 
NOVAzone® LLC conveyor system is that it does not utilize 
a master controller, saving installation time and cost. Each 
zone controller is responsible for the package in its zones, 
can use information from every other controller on the 
NOVAbus™, and determines locally how and when your 
product/package is to be transferred.  

When combined with other NOVAbus™ compatible devices, 
all your product moving needs can be met:

—	 Advanced Input and Output Functionality  (NZ-IO)
—	 Speed Stability (NZ-SC)
—	 Ethernet System Configuration with Monitoring 
	 *Optional Wi-Fi (NZ-E1)

Utilizing NZ-UZ capabilities can streamline your receiving 
dock saving damage and jam issues with no-touch package 
routing and achieve steady and consistent warehouse 
uniformity. All of this without the need of a PLC program or 
any programming knowledge.

Features & Benefits
The patented, UL listed, NOVAzone® UZ offers:
•	 Zero pressure accumulation along with merge, divert 	
	 and transfer-all without need of a master controller 
•	 NZ-UZ's can be setup to run in zero pressure  
	 accumulation, merge, divert, transfer, transporation, zip,  
	 slug, long zone, alternating feed/receive, workstation  
	 hold or signulation modes.
•	 Control one or two zones per card
•	 Line speed controlled by NZ-SC or configured by NZ-E1
•	 Non-Proprietary cables and connectors
•	 Reduced operator interaction and time
•	 Pluggable terminal blocks
•	 One-step auto-healing when replacing a unit
•	 Advanced configuration options and real-time 		
	 monitoring, when paired with a NOVAzone® E1
•	 Advanced control without a PLC 
•	 Four Virtual Timer Relays

Related Products

NOVAzone® IO,  
16 Input / 8 Output 
and Zone Control

NOVAzone® SC, 
Speed Control

 

NOVAzone® E1, 
Configuration 
and Ethernet 

Communication
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About Us

NOVAzone® LLC is a U.S. based company offering engineered 
controls solutions focused in the material handling industry. This 

includes simple modular controls packages, printed circuit board 
solutions, embedded logic and PC configuration software.

NOVAzone® LLC provides its customers the ability to enhance their market 
position by specifying and proving an entire controls solution with unique 

technologies as well as common control components. NOVAzone® LLC offers 
engineering expertise to design and implement a custom solution for

material handling needs.

Specifications
Power Supply 24V +/- 10%; 1.5A maximum

OUT1 and OUT2 0.5A maximum; 1A total
Analog Output 1000 Ohms minimum; 0.02A maximum
Analog Input 0 to 10V
Ambient Operating Temperature 32 to 140° F (0 to 60° C)
Relative Humidity 10 to 75% non-condensing
Terminals Wire size minimum 26 to maximum 16 AWG; torque 1.9 to 2.2 lb/in or 0.22 to 0.25 N m
Dimensions 4.45 L x 2.84 W x 0.95 H in (113 L x 72 W x 24 H mm)
Weight 0.22 lb (0.1 kg) 

UL Certification cULus Listed E476509


