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ConveyLinx Ai 24V

ConveyLinx-Ai2, Ai3-24-FC & RC

Superior Connectivity. The ConveyLinx-Ai2 and Ai3 family
of controllers offer the same network connectivity, built-in
ZPA control, and PLC access as our ConveyLinx product line.
What ConveyLinx-Ai2 and A13 models bring to the table is

Al technology for access to the intelligence inside Senergy-Ai
motor engines and dual power input to separate motor power
from logic power for even more system control flexibility.

ConveyLinx-Ai2 and Ai3 models can be installed with an IP54 ingress BENEFITS

protection rating to expand your ability to solve applications in a wide Increase of system availability

range of environments. Small footprint for easy installation in side frame

4 Ethernet protocols

ConveyLinx-Ai2 utilizes cage-clamp style power connection terminals. Control of all motion on conveyor

Fast and easy wiring

ConveyLinx-Ai3-24-FC utilizes standard ASI style cabling for
both motor and logic power and employs proven insulation
displacement connections

Tool-free connection

Reverse polarity protected connection

Easy interchangeability

ConveyLinx-Ai3-24-RC utilizes individual conductors for both motor and FEATURES

logic power and employs proven insulation displacement connections.
glep ploys p P Ai Technology

Power supply using piercing technology with Ai3
Choice of ASI cable or round cable with Ai3

Separate power supply for motors and logic
P54
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ConveyLinx-Ai2

Ai TECHNOLOGY
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ConveyLinx-Ai2, Ai3-24-FC & RC

Ethernet Networked Conveyor Control

ConveyLinx-Ai2

ConveyLinx-Ai2-F

Logic Input Voltage

18 to 28 VDc

Motor Input Voltage

2110 28 VDc

Rated Motor Output Current

2.5A x 2 (ECO)
3.5A x 2 (Boost & Boost-8)

Available Starting Current

3.0Ax 2 (ECO)
5.0A x 2 (Boost)
8.0A x 2 (Boost-8)

AS| Cable Insulation

Power Connection Integrated 3 Pole Cage Clamp Displacement Displacement
Motor Connection 4 Pin M8 x 2
Sensor & I/0 Connection 4 PinM8x2
Network Connection RJ-45x 2
: 0°~40°C -30°~40°C 0°~40°C
Ambient Temperature
P (32°~104°F) (-22° ~104°F) (32°~ 104°F)
Ambient Humidity 10 ~ 90% RH (No Condensation)
Vibration 1G or less
) i CE
Certifications ETL Listed to UL 61010-2 & UL 61010-2-201
UL Recognized to UL 61800-5-1
Ethernet I/P
. Profinet 10
Available Networks Modbus TCP

CC-Link IEF Basic

Configuration Software

EasyRoll or EasyRoll +

ConveyLinx-Ai3-24-FC | ConveyLinx-Ai3-24-RC

2 / 4 Wire Insulation
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Automatically Recognizes Multiple PLC Protocols

$Modbus TCP  CC-Link IE Biets
Basic
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‘ PLUG AND PLAY CONNECTIVITY

Scan for More
Technical Data
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ConveyLinx-Ai2-48

UNLEASH THE CAPABILITIES OF SENERGY-Ai-48

CONVEYLINX
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ConveyLinx Ai 48V

ConveyLinx-Ai2-48, Ai3-48-FC

Same Smarts More Power. The ConveyLinx-Ai2-48 and
A13-48-FC controllers offer the same network connectivity,
built-in ZPA control, and PLC access as our ConveyLIinx-Ai2
product line, and dishes out the extra power needed by our
Senergy-Ai-48 motor rollers and PGDs.

ConveyLinx-Ai2-48 [ConveyLinx-Ai3-48-FC

Logic Input Voltage 18 to 48 VDc
Motor Input Voltage 42 to 48 VDc
Rated Motor Output Current 1.6A (50W)

Available Starting Current

1.7 Setting: 1.9A (63W)
2.0 Setting: 2.2A (69W)
2.5 Setting: 2.7A (84W)
3.5 Setting: 3.7A (108W)
4.0 Setting: 4.0A (118W)

Power Connection

Integrated 3 Pole Cage| ASI Cable Insulation

Clamp Displacement
Motor Connection 4 Pin M8 x 2
Sensor & I/0 Connection 4 Pin M8 x 2
Network Connection RJ-45x 2
Ambient Temperature (Sg: : ‘1134CF)
Ambient Humidity 10 ~ 90% RH (No Condensation)
Vibration 1G or less
CE
Certifications | ETL Listed to UL 61010-2 & UL 61010-2-201
UL Recognized to UL 61800-5-1
Ethernet I/P
Available Networks Mpgggﬂthlgp
CC-Link IEF Basic
Configuration Software EasyRoll+

CE EE) M

Fast and easy wiring

Tool-free connection

Advanced power management

Easy interchangeability

Separate power supply for motors and logic

Power supply using piercing technology

Choice of ASI cable with Ai3

Full Ai technology

IP54
Etheri'et/IP
ODVA

#Modbus TCP  CC-Link IE B

Scan for More
Technical Data




