Simple Drive

EQUBE and EQUBE-AI
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Simple Drive Control. The Pulseroller EQUBE and EQUBE-AI
families provide a simple and economic drive control to
Senerqgy / Senergy-Ai motors where high performance or
sophisticated network control 1s not required.

The EQUBE and EQUBE-AI provide control for a single Senergy
motor and utilizes ECO mode performance. These controllers are
designed to be the most economical control solution for a Senergy
motor roller application.

EQUBE EQUBE-Ai
Input Voltage 24.0VDC +15% / - 25%
Rated Motor Output Current 2.8A
Available Starting Current 3.0A
Power Connection Unpluggable 2 Pole ScrewTerminal
Motor Connection 9 Pin JST 4 Pin M8

Control Connection

Unpluggable 5 Pole Screw Terminal

Configuration Method DIP Switches
Speed Selections 32
Accel/Decel Selections 16

Indicators

5 Colored LEDs

Ambient Temperature

-10° ~ 40°C (15° ~ 104°F)

Ambient Humidity 10 ~ 90% RH (No Condensation)
Vibration 1G or less
Certifications CE, RoHS, UL Recognized to UL 61800-5-1

FEATURES

Options for PNP or NPN control inputs

DIP Switch Setting for 32 available speeds

DIP Switch Setting for 16 available Accel /Decel rates

2 Digital Run signals to provide 3 speed options plus
Input for Reverse

LED Indicators for Power, Run, Reverse, and Error

Pl regulated Speed Control

ECO Performance Mode
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Complete technical
manual for EQUBE




