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Performance Drive

EZ-QUBE, EZ-QUBE-HTBF, EZ-QUBE-W & EZ-QUBE-W-Ai

Performance Drive Control. The Pulseroller EZ-QUBE model
controller adds Senergy BOOST mode performance as well as
the addition of 0-10V Analog speed control input.

Even More Performance Drive Control. The Pulseroller
EZ-QUBE-HTBF model has all of the features of t he EZ-QUBE plus
it provides Senergy BOOST-8 performance, control for Senergy
motor rollers and PGDs with mechanical holding brakes, and it
freezer rated down to -25°C (-13°F). The EZ-QUBE-HTBF also has
dual mounting capability to be a direct replacement to Pulseroller's
legacy EZ-24 family controllers.

Performance Control with Wireless Connectivity.

Pulseroller EZ-QUBE-W and EZ-QUBE-W-Ai models have

eliminated the configuration DIP switches and replaced
them with a Bluetooth interface to allow you to configure all module
settings from the convenience of your phone or tablet device.

Complete technical
manual for EZ-QUBE

EZ-QUBE EZ-QUBE-HTBF EZ-QUBE-W EZ-QUBE-W-Ai
Input Voltage 24.0VDC +15% / - 25%
Rated MotorOutputCurent | 5ol 558 (Gooet  Boost )
Available Starting Current 5%%( (Bif)osl) S?b(,)L\A(I(BEo(;Zi) S?b(,)AA((BE)(;Z{)
8.0A (Boost-8) 7.0A (Boost-7)
Power Connection Unpluggable 2 Pole Cage Clamp Terminal
Motor Connection 9 Pin JST | 4 Pin M8
Control Connection Unpluggable 7 Pole Cage Clamp Terminal
Configuration Method DIP Switches Mobile App via Bluetooth
Speed Selections 32 | 31 plus 0-10V Analog User selectable plus 0-10V Analog
Accel/Decel Selections 16 User Selectable via App
Indicators 6 Colored LEDs 4 Colored LEDs
Ambient Temperature | -10° ~ 40°C (15° ~ 104°F) | -25°~40°C (-13° ~ 104°F) -10° ~ 40°C (15° ~ 104°F)
Ambient Humidity 10 ~ 90% RH (No Condensation)
Vibration 1G or less
Certifications CE, RoHS, UL Recognized to UL 61800-5-1
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