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MOTIONLINX

Integrator solutions. Pulseroller offers several products
designed more for the integrator in mind and not just the
conveyor manufacturer or distributor. These products are
meant to be used in conjunction primarily with our
ConveyLinx/ConveyLinx-Ail family network based control
systems or for specific networked applications.

01 MotionLinx-Ai is a 2 zone motor controller with the
exact same footprint, power and device
connections, and motor performance capability as
the ConveyLinx-Ai2 model with the exception that
it is equipped to operate only on an EtherCAT

network with a master controller.

MotionLinx-Ai MotionLinx-10 ConveyLinx-10
Logic Input Voltage 18 to 28 VDc 02 MotionLinx-I0 is a configurable 8 digital input or
Motor Input Voltage 21 to 28 VDc 8 digital output (or any combination) I/0 block
2.5Ax 2 (ECO) that operates on only an EtherCAT network with
Rated Motor Output Current 3.5A x 2 (Boost & N/A i A
P Booét_a) a master controller. The MotionLinx-10 has the
3.0Ax2 (ECO) same footprint, power, M8 10 connections as the
Available Starting Current 5.0A x 2 (Boost) N/A ConveyLinx-Ai2 model.
8.0A x 2 (Boost-8)
Power Connection Integrated 3 Pole Cage Clamp 03 ConveyLinx-10 is a configurable 8 digital input or
R A N/A 8 digital output (or any combination) 1/0 block
Sensor & I/0 Connection 4 Pin M8 x 2 4PinM8 x 4 that oper-ates c.)n the same net\.Nork protocols as
Netvork Connecron RU45 %2 Conve.yLlnx-Alz. The ConveyLlnx-I.O has the same
0° ~ 40°C footprint, power, and M8 10 connections as the

Ambient Temperature

(32° ~ 104°F) ConveyLinx-Ai2 model.

Ambient Humidity 10 ~ 90% RH (No Condensation)
Vibration 1G or less
CE
Certifications ETL Listed to UL 61010-2 & UL 61010-2-201

UL Recognized to UL 61800-5-1

Ethernet I/P
; Profinet 10
Available Networks EtherCAT Modbus TCP
CC-Link IEF Basic
Configuration Software N/A EasyRoll or EasyRoll +
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