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Engineered Solutions
Our vision is provide our customers with comprehensive solutions. 
As a world-class leader in innovative solutions, we improve 
processes, solve problems, and reduce downtime to keep our 
customers moving. We accomplish this by:

	 • Exhibiting integrity in our workmanship 
	 • Providing competitive products and services
	 • Treating all people with dignity and respect
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SlimDrive™ Motor

Part Number: SD095
Model Number: FM24095
UL File Number: E520785

Product Overview
SlimDrive™ is the latest generation of 
new 24VDC brushless motor.  This unique 
motor combines an highly efficient 24VDC 
brushless motor with the driver card in one 
package. The SlimDrive™ motor provides 
11 in.-lbs. of torque output at 360 RPM 
performance. The built-in driver card 
reduces mounting componentry.

Bearing life that extends beyond 300,000 
hours is your only concern when applying 
SlimDrive™ in your application.  Eliminating 
the gearbox significantly reduces the 
decibel level in addition to removing one 
of the most common failure points for any 
application. 
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SlimDrive™ Dimensional Drawing

Standard Features

  24VDC brushless motor
	    (thermally protected)

  UL Recognized

  60 to 360 RPM

  11 in.-lbs. torque

  4 amp capable

  95W output performance

  Built-in driver card allows you to 	     
    connect up to 62 motors.

  Environmental Operating Temperature: 
    32° F to 104° F
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Mol Belting’s new FMTC24001 Transport Card 
offers the unique feature of controlling 62 
SlimDrive™ motors simultaneusly.  It has a 
compact design and is easily mountable. 
See FMTC24001 Manual for more details. 

FMTC24001 - Transport Card

Part Number: T100C
Model Number: FMTC24001
UL File Number: E516874

Mol Belting’s new FMZP24001 ZPA card is 
programmable, making it simple to adjust your 
accumulation requirements. One card controls 
two motors reducing your set up time. 
See FMZP24001 Manual for more details.

FMTC24001 Dimensional Footprint FMZP24001 Dimensional Footprint
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	 See FMTC24001 Manual for Details 	 See FMZP24001 Manual for Details

FMZP24001 - ZPA

Part Number: Z100D
Model Number: UZ-NZ-2
UL File Number: E476509
US Patent Number: 10,341,135

Driver Card Solutions
When your application does not require ZPA, you can simply connect 
up to 62 of your SlimDrive™ motors to one FMTC24001 transport card.
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SlimDrive™ Specifications and Features

Part number FM24095 95W SlimDrive™ motor

Performance

RPM 60-360 (no load)

Rated Torque 11 in-lbs @ 360 RPM

Rated Current 3 Amps @ rated torque

Max Torque 
26 in-lbs @ 60 RPM and 4 amps (intermittent only)
32 in-lb @ 60 RPM and 3 amps (intermittent only)

Max Current 4 Amps (intermittent only)

Duty Cycle
100% @ 50˚C (122˚F), 3 Amps, 360 RPM, 11 in-lbs
50% @ 50˚C (122˚F), 3 Amps, 180 RPM, 18 in-lbs

Environmental

Ambient Temperature -10 to 50˚C (14 to 122˚F)

Ambient Humidity 10-90% (no condensation)

Storage -30 to 70˚C (-22 to 158˚F)

Sealing IP32

Electrical Power

Voltage 24V DC (+/- 10%)

Current Consumption 200 mA while idle (no run signal provided)

Termination Phoenix Order #1757019 (26 to 16 AWG)

Sensor Input/ 
Output

CAT6 RJ45 T-568A or T-568B

Number 2

FM24095: SlimDrive™ Specifications and Features

Category Parameter Value
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SlimDrive™ Accessories
Groove Options
Dimensions in inches
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