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BELT-OVER-ROLLER
24VDC CONVEYOR - BELT-OVER-ROLLER

Specification Standard Values
Zone Capacity* Up to 75 lbs
Drive Type Flat belt-over-roller
Incline/Decline Angle 15° (typical maximum)
Between Frames (BF) 13” - 39”
Zone Length 15” & 30”
Speed FPM* 30 - 180 (typical range)
Roller Size 1.9”
Roller Centers 3”
Overall Frame Width 17” - 43”
Backstop (Incline Only) Electro-mechanical and idler
Height (TOR) 12” - 57”
Frame Size 7” x 2” x 12 ga.
Power Supply Single & 3-Phase
Standard Color Dusty Gray - RAL 7037
Weight Per Unit - Nominal 75 lbs at 22” BF and 30” zone length
*Application dependent - contact sales. Ask how easy it is to customize!

NorthAmCon’s Nor+ Belt-Over-Roller conveyor has a high-friction surface, ideal for use in 
inclines and declines. It easily integrates with Nor+ Standard conveyors. An added benefit 
is prevention of product falling between rollers.These systems are ideal for transporting 
materials between elevations, whether for staging, sorting, loading docks, or multi-tiered 
mezzanine access. Whether lifting products up or guiding them down, Nor+ Belt-Over-Roller 
gets the job done.
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